SELF EVALUATION CHECKLIST



Resource 7-1: Communication Access Assessment

{ssess and document the current ability of your program to provide communication for persons

with disabilities that is as effective as the communication provided 10 persons who do not have
disabilities.

A. Communication Access
1. Visual Communication

information that is communicated visually—such as through printed materials or visual displays—
must be made accessible to people with visual disabilifies through auxiliary aids and services.

Does the program involve information that is communicated visualy? (ves QNo

In the chart below, list each type of mfon'nabon that is communicated visually, Consider all aspects
of the program, including, but not limited to, interview or counseling activities, “outreach, advertising,
public meetings or hearings, training or group mestings, ceremonies, and communication with the
general public, applicants, and other program participants. Examples may include brochures,
forms, handbooks, training manuals, slide shows, videotapas, and visual displays.

For each type of information, place a check below the auxiliary aids or services currently available
to people with visual disabilities. Place an X below any additional aids or setvices that may be

neceassary to provide effective tommunication of the information. (More than one auxiliary aid or l
service may be needed for each.)

Types of
information:

verbal
description
computer
computer
adaptations
Accessible
Website

> |large print
N | Braille
> laudiotape

brochure (example)

s




Resource 7-1: Communication Access Assessment

2. Aural/Oral Communication

(Note: ("Aural" refers to information that is heard; "oral" refers to spoken information.) Programs
that communicate information aurally to applicants or participants or that require an applicant or
participant to use oral communication must make that information accessible to people who have
fhearing or speech disabilities by providing auxiliary aids and services. '

Does the program involive information that is communicated verbally? (dyes L1 No

In the chart below, list each type of information that is communicated aurally/orally. Consider all
communication involved in all aspects of the program, including, but not fimited to, interview,
training; and resource room activities. Consider all aspects of the program, including, but not
fimited to, training activities, outreach, advertising, public meetings or hearings, smali group
mestings, ceremonies, and communication with the general public, applicants, and other program §
participants. A variety of interpreters may be needed, from American Sign Language interpreters to
oral interpreters for people who read fips or special interpreters for deaf-biind persons.

Far each type of information, place a check below the auxiliary aids or services currently available
to people with hearing or spaech disabilities. Place an X below any additional aids or services that

may be necessary to provide effective communication of the information. (More than one auxifiary
aid or service may be needed for each.)
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Resource 7-1: Communication Access Assessment

3. Access with Mobility impairments

Mobility impairments may afiect any of the body fimbs, gross muscular systems, or neurological
control over arms and hands, legs, neck and head. Mobility impaimments may be congenital or the
result of accident, iliness, or injury. Though individuals may be able to read, write, and speak, they
may still have difficulty accessing communication on account of a mobility impairment that makes
the means of communication inaccessible. Increasingly, information is communicated and
response required electronically—via computer, the intemet, or other means. A One-Stop Operator

or partner must ensure that persons with mobility impairments are able to receive and to send
information by these means.

Does the program involve information that is communicated electronically? QYes 0 No

fin the chart below, list each type of information that is communicated electronically. Consider all
aspacts of the program, including, but not imited to, interview or counseling activities, outreach,
advertising, public meetings or hearings, training or group meetings, ceremonies, and
communication with the general public, applicants, and other program participants. Examples may

include announcaments, registrations, forms, handbooks, training manuals, slide shows, and visual
displays. ‘

For each type of information, piace a check below the auxiliary aids or services curmently available
to people with visual disabilities. Place an X below any additional 2ids or services that may be

necessary o provide effective communication of the information. (More than one auxiliary aid or
service may be needed for each.)

Types of
Information




~ Resource 7-1: Communication Access Assessment

4. Policies and Procedures on Communication Access

Federal regulations require that public entities and grant recipients provide people with disabiliies
an opportunity to request the type of communication technology and assistance they prefer to use.
In the regulations, communication technology and assistance are called auxiliary aids and services.

An entity must give primary consideration to an individual's preference for an auxiliary aid or servi
and must honor it uniess the entity can provide another effective means of communication.

A public entity is not required to provide an auxiliary aid or service if it would result in a fundamental
alteration to the program or in undue financial or administration burdens.

Does the program inform people with disabilities that communication aids or Oves O No
services are provided upon request?

)f so, please explain.

Does the program have a procedure for deciding which auxiliary aid or service
to provide?

Uyes O No -

Does the procedure provids for consideration of an individual's preferred aid - Qvyes O No
or service?

Does the procadure inciude a mechanism for determining that an aid or

service provided other than the requested aid or service is an effective means
of communication?

Qvyes O No

If the answer to any of these three questions is yes, please describe. (For
questions answered no, solutions will be addressed in Resource 7-2).



Resource 7-1: Communication Access Assessment

B. Telecommunications
1. Telephone Communication

When a public entity or federal grant recipient communicates with the public by telephone,
nondiscrimination regulations require that TTY/TDDs or equally effective means be used to
communicate with people who have hearing or speech disabilities. Title IV of the ADA mandates
that telephone companies develop telephone relay systems, which may be effective for short,
uncomplicated communications. Public entities should use TTY/TDDs wherever telephone
communication is a substantial part of a program's operation. Your answers to the following
questions will help you determine whether a TTY/TDD may be essential for your program.

Does the program communicate with the pubfic over the telephone? = QOves O No

If yes, describe the kind(s) of information communicated by phone.

Are telephone communications ever lengthy, compiex, or technical? Oves 3 No

Does the program have a TTY/TDD? ' - QyesQno
(if not, solutions will be addressed in Resource 7-2.) )

If yes, has the staff been trained in the use of the TTY/TDD? Oyes O No
Descrite the training.

2. Telephone Emergency Services

Bif the program provides telephone access to emergency services, the regulations require that directf

g access (to the same number(s)) be prov:ded to individuals who use TTY/TDDs; relying on a relay
f service is not acceptable.

Does the program provide telephone access {o emergency services? Qyes O No

If so, does the program provide direct TTY/TDD access to the emergency QOvyes d no
telephone number(s)?

(if not, solutions will be addressed in Resource 7-2.)




Resource 7-1: Communication Access Assessment '

C. Other Communication
1. Emergency Waming and Evacuation

Emergency evacuation procedures for the program, service, or activity must ensure that people
with disabilities are made aware of emergencies and are aware of exit procedures.

Is there a means of ensuring that people who are hard of hearing or deaf are QOves O No
made aware of an activated atarm?

(if not, solutions will be addressed in Worksheet 7-3.)

Is there an established emergency evacuation procedure that addresses the Qvyes O No
needs of individuals with disabiliies?

If not, please describe the procedures the program will use in facilities where

means of egress are not accessible to provide safety and evacuation for
people who cannot use stairs, .

Do staff members receive training in emergency evacuation procedures? Qyes O No
If yes, please describz.

2. Access Information

Federal regulations requires that public entities ensure that people with disabiliities can obtain
information about the availability and location of accessible programs, services, activities, and
facilities. Information regarding the location of accessible entrances, program sites, TTY/TDDs, 1
and other access features can be provided in a number of ways, such as in handbooks and listings.

Expiain how the program, service, or activity provides access informafion to program apph@ants
participants, and the general public.

3. Signage

Federa! regulations reguire that signs be placed at all inaccessible entrances to a recipient's
facilities, directing users to an accessible entrance or to a location where information about

g accessible facifities can be obtained. The international symbol for accessibiiity must also be used
fat each accessible entrance of a facility. Also, where TTY/TDD-equipped pay phones or portabie
ETTY/TDDs exist, clear signage should be posted indicating the location of the TTY/TDD.

j Are signs placed at all inaccessible entrances to each of the faciities, Qves O No
directing users to an accessible entrance or to a location where information
about accessible faciliies can be obtained?

Is the intemational symbol for accessibility posted at each acc,_ssxble entrance

Cyes O No
of faciiities?

Where TTY/TDD-equipped pay phones or portable TTY/TDDs exist, is clear

\ -Equip Uves U No
| signage posted indicating the location of the TTY/TDD?

(If the answer to any of these questions is no, solutions will be addressed in Resource 7-2.)



i 7-2: Communication Summary and Action Plan

After reviewing Resource 7-1, summarize the results of the communication access assessment
and identify actions needed to achieve compliance with ADA requirements.

4. Existing Auxlliary Alds and Services Where are these now available?

Within Central Outside
Program Location sources (list)

hearing, speech, mobility).

2. Needed Auxifiary Aids and Services Where might these be provided?

Summarize needed auxiliory aids and services
to be purchased or contracted. Place an
asterisk (*) next (o those that will be provided
upon reguest; all others should be available at Within Central Outside

all times. (Use additional shezts if necessary.) Program Location sources (list)




3. Primary Conslideration

Public entities and federal grant recipients must give each individual with a disability an opportunity
to request the auxiliary aid or service of his or her choice. That choice must be given primary
consideration and must be honored uniess the entity can demonstrate that another effective
means of communication is available or that the auxiliary aid or service requested wouid result in a
fundamental alteration in the program or in undue financial or administrative burdens.

Summarize a standardized process for individuals to express their preferences for a particular type

of auxiliary aid or service, and the process to ensure that an effective auxiliary aid or service is
provided.

4. TTYITDD Communications (Existing and Needed)

List programs that now have TTY/TDDs and identify programs for which TTY/TDDs shouid be

provided. identify those programs that provide emergency services for which TTY/TDDs will be
provided. ‘ '

Summarize plans for training staff in TDD use,

_ 5. Emergency Warning Systems

| Describe emergency warning systems and procedures, where they are located, and where they
will be added or medified.



6. Access Information

Describe how information on access will be communicated to the public, program applicants,
participants, and throughout the One-Stop delivery system. ’

7. Signage

As appropriate, describe how the international symbol for accessibility will be placed at accessible
entrances to facilities, and describe how signs will be placed at inaccessible entrances to facilities,
directing users fo an accessible entrance or to a lozation where information about accessibie
facilities can be obtained. As appropriate, describe how signage will be pested indicafing the
jocation of TTY/TDD-equipped pay phones or porfable TTY/TDDs.

Description of needed
auxiliary aids and services,
other communication issues

8. Fundamental Alteration and Undue Burdens.

List'auxiliary aids or services for effective communications that will not be impiemented because to
provide them would cause a fundamenta! alteration to the program or undue financial or
administrative burdens. (Use additional sheets if necessary.)

Cost

Exptanation of fundamental
alteration OR undue financial
or administrative burden




Record information on all programs offered by the One-Stop Center. IHeﬁtg’fy all
special scheduling and space requirements under “Description.”

Program Description Building Location
(induding spedal scheduling (in bullding)
and space requirements) : :




PARKING

General Area/Building:

Date:

Questions

In Compliance?
Y N NA

ADAAG

Is there an adegquate numSer of accessible parking
spaces available?

4.12(5)(a); 4.6.1.

For guidance in datesmining the appropriate number of accessible
space to provide, the table below gives the ADAAG requirements for
naw construction and atterations (for lots with more than 100 space,

refer to ADAAG 4.1.2(5)(a)):

Total spaces:
1t0 25

26 to 50
511075
7610 100

| Accessible:

1 space

2 spaces
3 spaces
4 spaces

Are aczessibie parking spaces at lezst B feet wide,
with a 5-foot access aisle (Iwo spaces can share an

R access aisie)?

4.6.3; 4.1.2{5)(a)

Is one in every B spaces, but at least one, van-
accessible with a 95-inch wide access aisle, and 88
inches of veriical clearance?

4.1.2(5)(b); 4.6.5

Are the access aisle part of the aceessible route to
an accessible entrance? .

483,43

Are the accessible spaces the ones closest to an
accessible entrance?

<

462

Is the slope of the accassible parking area and
aceess aisie no more than 1:507

463

Are accessible spaces marked with a verlical sign
showing the intemational symbol of accessibility? -
In addifion, are there signs reading "Van
Accessible” at van spaces?

4.6.4; 4307

PASSENGER LOADING ZONES

Is there an access aisle 60 inches wide by 20 feet
B long adjacent and parzliel to the vehicle pulk-up
space?

41.2(5)(c), 4.65.

15 the siope of the access aisle and the pull-up
R spece no more than 1:507

if there is 2 curb between the access zisle and the
vehicle pull-up space, is there a curb ramp?

if 2 walkway crosses or adjoins the driveway and
there is no curb, does the walkway edge have a
§ detectabie waming surface?

Is there at least 114 inches of vertical clearance
| provided to the accessible passenger Ioading zones
2nd along at least one vehicle access route to 17

4.8.5

jis there & sign displaying the intemational symbof
g of accessibility at the aceessible loading zone?

4.1.2(7)(b)




R

STAIRS

General Area/Building:

Reviewer:

Questions

In Compliance?

Y N NA

Dimensions/
Comments

ADAAG

Do siairs have ciosed risers?

Are gtair treads no less than 11 inches?

Do stairs have continuous handrails on both sides,
with extensions beyond the top and bottom stairs?

4.94

Do nosings project no more than 1-1/2 inches?

1 platform lifs are used, can a person using a

wheeichair enter, operate, and exit the [ift without
assistance?

-

4.113

Is the platiorn lift at teast 30 by 48 inches?

A4112,424

is there at least 3D by 48 inches of dear space fora
person using a wheelchair to approach to reach the
controls and use the Jifl? .

 If there is 2 door on the lifl, isd the door accessible?

4.112;424

£.13

Are controls between 18 and 4B inches high {up to
54 inches if a side approach is possible)?

4112, 42.5;
4286

Are the controls operable with one hand, and
without fight grasping, pinching, or twisting of the
wiist?

4.11.2; 427 4



ci hekiist | o |

ENTRANCES

General Area/Building: Reviewer: Date:
In Compliance? Dimensions/
Questions Y N NA Comments ADAAG

Are at laast 50% of all public entrances accessible?
is at least one accessible entrance a ground fioor
entranca? 4.1.38)a)1)

Do all inaccessible entrances have signs indicating
the location of the nearest accessibie entrance?

4.1.3(B){d); 4.30

i not all entrences are accessible, are the
acemssibie entrances identified by the intemnational
symbo! of accessibility? -

4.1.2(N){c); 4.30

Doss at least one door at each accessible entrance
have at least 32 inches clear opening (for a double

4£.13(N(ay;
door, at least one 32-inch leal)? 4.12.4,4.13.5

Are appropriale maneuvering clearances provided

at accessible doors? 4.13.8, Fg. 25

b is the threshold level (lzss than 1/4 inch high) or
beveled with a siope no greatsr than 1:2 up to 12
Jinch high (3/4" maximum for exterior siiding doors)?

4.13.8

Ase door handies at accessibie entrances no higher
than 48 inches and operable with ona hand and

without tight grasping, pinching or twisting of the
wrist?

4.13.8
Ifthereis g revolvir;g door ot tumstile at an
entrance, is there an accessible door or gate next
to #? 4.13.2

On shiding doors, is the oparating hardware
exposed and usable from both sides when the
j doors are fully open?

4.12.9

Can accessble doors be opened without too much
& force (maximurn of 5 fbf for interior doors)?

fif the accessible doors have ciasers, do they take at
izast 3 saconds to close to 2 point 3 inches from
the latch?




" Resource 6-2; Facility Checklist |

i requirements for directional signage?

LOBBIES AND CORRIDORS
General Area/Building: Reviewer: Date:
Compliance? Dimensions/

Questions Y N NA Comments ADAAG

Does the scoessible entrances connect with all accessible 4.1.3(1);

elemsnts and spaces in the building? 4.3.2(3)

is the accessibis route to all public spacas at least 365 inches

wide? If the accessible route tums around an obstruciion less

than 48 inches wide, is the route at least 42 inches wide on 433

the approach fo and exit from the tum st least 48 inches wide B - 7

at the base of the tum? 5.

is the cross-slops of the accessible route no steeper than

1:507 437

H the accessible route is ess than 5 fest wide, are there .

passing spaces 5 feet by § feet or T-intersecting comidors

located at raasonable intervals no more than 200 feet apart? 43.4;

' Fig. 3

Is there at least BO inches of clear head room on every route?

i &n area acjoining an aceessible route has less than 80 435,442,

tnches of ciear head room, is & barmier to wam persons with Fig. B

visual impairments provided?

Are floors on an accessibie route stable, firm, and sfip-

resistant? 4,51

is the siope no more than 1:20, or is there a ramp when the

skope is greater than 1:20? 437

if objects mounted to the wall have leading edges batwesn 27

and 80 inches from the fioor, do they project no more than 4

inches into the route of travelf? 441

Are walkway level changes less than 174 inch, or, if they are

between 174 inch and 1/2 inch, are they beveled with 8 siope

no greater than 1:27 ] 4.3.8,4.5.2

Are ramps provided for changes in level greater than 1/2 inch? . 4.5.2
 Does at least one door into each public space have at lsast 2 4.1.3(Mb),
f 32-inch clear opening? 4135
Are appropriate maneuvernng clearances provided at 4.13.6,

zoeessibie doors? Fig. 25

Can doors be opened without too much foree (5 Ibf maximum

for interior doors)? 4.13.11

Are door handles 48 inches high or less and operable without

Bght grasping, pinching, or twisting of the wrist? 4.13.8

Are all threshoids level {iess than 1/4 inch), or beveled with a

siope no greater than 1:2, up to 1/2 inch high? 4138

D¢ signs which provide direction to, or information abotst, 4.1.3(16)(b):
| functional spaces of the building, comply with the appropriate £.30

~e




Resource 6-2: Facility Checkiist

LOBBIES AND CORRIDORS, cont.

General Area/Building: Reviewer: Datz:
Compliance? Dimensions/
Questions Y N NA Comments ADAAG

Do signs designating rooms and spaces, such a5 rest rooms, 4.1.3(18)a),
sipns st extt doors, and room numbers, comply with the 430
appropriate reguirements for tactile signage? Do elisigns -
meet legibility requirements regarding contrast and character

propartion?
Do alarms have both visible and audibte signals? 4.1.3(14),
| 4.28
E.EVATORS
Does the eievator have automatic operation and seli-keveling
features? 4.10.2
Are there both visible and verbal or audible door opening/clos- '
ing and fioor indicators (one tone = up, two tones = down)? 4,104
Are the call buttons in the haftway at least 3/4 inches wide and
centered at 42 inches? . 4.10.3.
Do hall call butions have visual signalf to indicate when sach
call is registered and answered? 4.10.3
Is there 2 sign on the jamb at each ficor identifying the fioorin | . 4.10.5,
raised and Braille ietters? _ 4.30.4
is the door opening at least 35 inches wide? 4109
For a centered opening, is the minimum inside dimension of
elevate: cars 51 inches by 80 inches? 4.10.9
For an off-center opaning, is the minimum inside dimension of
elavator cars 51 inchas by 68 inches? 4.40.9
B Are car control buttons no higher than 48 inches for forward
I? reach and 54 inches for side reach? £.10.12(3)
Do the controls inside the cab have raised and Braille 4.10.12(2)
j bettering? 4.30.4
Are the emergency controfs grouped at the bottom of the
control panel and centered no tess than 35 inches above the
foor? 4.10.12(3)
If an emargency intercom is provided, is it usable without
voice communication? 4.10.14
{s the emergency intercom identified in Brailie and raised 4.10.14,
tetters and a raised symbol? 4.30.4
il the communication systsm is in 2 closed companment, s
the hargware on the compartiment operable without tight
€ prasping, pinching, of twisting of the wrist? 4.10.14




ROOMS AND SPACES S
General Area/Building: Reviewer: Date:
Compiliance? Dimensions
Questions - Y N NA!l Comments | ADAAG
Are oll aisles and pathways to materials and services &t least 36 433
inches wide?

H aisias between fixed furniture are less than 5 feet wide, are

£.3.4
there passing spacas § feet by 5 feet or intersecting aisies at
reasonable intervals not exceeding 200 feet maximum?
Are ficors stable, firm, and slip-resistan{? 4.5
Is carpeting low-pile, lightly wover, and securely attached? 4.53.

in routes through public areas, are all obstacies cane-detectable R 441, Fg. 8
{located within 27 inches of the ficor or higher than 80 inches, or
protruding no more than 4 inches from the wal)?

i5 there at least 80 inches of cleat head room on every route? If

£.35,4.4.2,
an arsa adjoining an accessible route has less than 80 inches of Fig. B
clear haad room, is a barmier to wam persons with visual
inpairments provided?
Doss at least one door into each public space have at jeast a 32- 4.13.5,
inch edsar opening? . 4.1.3(7(b)
Are appropriate maneuvering clearances provided at accessible .. £ 136, Fig. 25
doors? : :
Can doors be opened without {00 much foree (5 1ot maxirmum for 4.13.11
interior doors)?
Are door handles 48 inches high of less and operable without 4.13.8 !
tight grasping, pinching or twisting of the wrist?
Are all thresholds level (kess than 1/4 inch), or beveled, with 2 4.13.8
slope no greater than 1:2 up to 1/2 inch high?
If thare are sliding doors, is the operating hardware exposed and 4.13.8

J usabie from both sides when the doors are fully open?

Do signs designating permanent rooms and spaces {rest room

: signs, signs at exit doors, and room humbers) comply with the

B appropriate requirements for signage? Do all sipns meet legibil-
j ity requiremants regarding contrast and characier proportion?

4.1.3(16)a),
4.30

Dy signs which provide direction to, or information about,
funttivnal spaces of the building comply with the appropriate
requiremnants for directional sighape?

4.1.3(16)(b).
430

8 Are all controts that are available for use by the publis {including
electrical, mechanical, cabinet, game, and setf-service controls)
fiocated batweean 15 and 48 inches for forward reach and
betwean 8 and 54 inches for side reach?

425,426

Are they operable without tight grasping, pinching, or twisting of 4274
the wrist?

4.1.3(44), 4.2 §

B Do siarms have both visible and audible signals?




If fixed or buitt-in seating or tables are provided in accessibis
public or common use areas, do at least 5%, but not less than *
one, of the fixed or built-in seating areas or tables provide 30
inches by 48 inches of clear fioor space?

4.1.3(18},
4.32.2

Are the aisles between fixed seating at least 35 inches wide?

433

Aré the tops of at lkeast 5% of fixed tables or counters betwaen
28 and 34 inches high?

4.32.4

Are knee spaces at accessible fixed tables at least 27 inches
Ehigh, 30 inches wide, and 18 inches deep?

4323

Are at least 50% of drinking fountams but at least one, on each
fioor accessible?

4.1.3(10), 4.15

Do the accessible wall- and post-mounied cantilevered units
have ciear knee space 27 inches high, 30 inches wide and 17 to
18 inches deep? Do these units have a minimum clear icor
space 30 inches by 48 inches to allow a person who uses a
whesichair to approach the unit facing forward?

4.15.5(1)

Do the accessible free-standing or buiti-in drinking fountains not
having clear space under thetmn have clear floor space of at least
36 by 4B inches in front to aliow a paraliel approach to the unit?

4.15.5{(2)

Do accessible drinking fountains have spouts no bigher than 36”

4.182

Are controls on aceessible drinking fountains mounted on the
front or on the side near the front edge, and operable without
fight grasping, pinching, or twisting of the wrist?

4.15.4,4.27.4

Y pay or public-use phones are provided, is there clear fioor

4.13017)a).

space of at least 30 by 4B inches in front of at least one in each 4312

bank, that aliows a parallel or pempendicular approach by g

person using a wheelchair?

Are the operabie pans of the accessible phone(s) 15 to 48 4.31.3,4.2.5,

inches high (9 to 54 inches i a side approach is possibie)? 428

| Do the accessible phones have push-bution controls? 4316

Are the accessibke phones hearing-aid compatible? 431.5(1)

Ars the accessible phones adapted with volume controi? in 4.1.3017)b).
j addition, do 25%, but not tess than one, of all other public 4.31.5(2)
fi phones have volume control?
the accessible phones and ail the phones with volume 4.1.3(17)(b),
g control identified with appropriate sighage? 430

{f there are four or more public phones in the building, is one of
the phones equipped with a text teiephone (TT or TDD)?

4.1.3(17)(c)

is the location of the text telephone kentified by acoessible

4.30.7(3)
signage bearing the international TDD symbol?
When 2 bank of teiephones has 3 or more public pay phones, & 4.1.3(17),
at least one public pay phone equipped with 2 shetf 2nd outist? 4.31.9(2)
Do all banks of telephones thal do not contain a text telephone 4.30.7(3)

have appropriate directional signage placed adjacent to them
dindicating the location of the text telephone? If the tacility has no
#banks of telephones, is there appropriate directional signage




TOILET ROOMS )
General Area/Building: _Reviewer, Date:
Compliance? Dimensions/ )
Questions Y N NA] Comments ADAAG '
#f rest rooms are available to the public, is at lsas! one rest room 4.1.2(6),
on sach fioor that has public rest rooms (eithar ons for each sex, 1 4.1.3(113,
or unisex) on an accessible route and fully accessible? 4.1.603){e),
422, Fig. 30
Are there signs at inaccessible rest rooms that give directions to 4.1.6(3)e)(in). B
accessibie ones? 4.30
Wwhan not all toilet facilities are accessible, are accessibie toliet £.1.2(N(d)
j rooms identified by the intemational syrbol of accessibility?
Do doors have at least a 32-inch dear opening? 4222
Az éppmpriate maneuvering clearances provided at doors? 4.13.8, Fig:
35
Can doors be opened without too much force (5 tbi maximum for : 4.13.11
interior doors)?
Are door handles 48 inches high or less and operable without 4.13.8
fight grasping, pinching, ot twisting of the wrist?
Are all thresholds level (less than 1/4 inch), or bevaeied, with 2 4,13.8
slope no preater than 1:2 up 1o 112 inch high?
i there are siiding doors, is the operating hardware exposed and ) 4138
usable from both sides when the doors are fully open?
Is there tactile signage identifying the rest rooms, placed on the 4.1.3(16)2},
wall at the latch side of the door, centered 60 inches above the 4.30
fioor? ' :
Is there a 5-foot diametet dear space or a T-shaped space in the 4223
rest room to make tWwms? i
Are all fictures on an accessibie route? 422.7,427
3is there at least one wheelchair-accessible stall that is at least 5 £47.3,4.22,
E feat wide, clear of the doot swing, and at least 55 inches long i Fig. 30
E the toilet is wallmounted or 59 inches long i the toliet is fioor-
B mounted? If it is technically infeasible to provide such a standard
fstall, ts there a stall that is ither 36 by €66 inches or 4B by 66 E
§inches if the toilet is wall-mounted or either 38 by 63 inches i the |
‘ toliet is floor-mounted? ;
Can the door to the accessible toilet stall be operated without 497.5, 4139 §
twisting or fine movemeant, on both the inside and outside? k
Do the accessible toilet stalls have a minimum door opening of ’ 4,175, 4135 ‘:
at least 32 inches?
Are there accessible grab bafs in accessibie toilet stalls? 4.17.8. 4.25,
Fig. 30
f Are there accessible grab bars at accessible water closets not 4.16.4, 4.26,
j located in stails? J Fig. 29




Resource 6-2: Facility Checklist

TOILET ROOMS, cont. )
Generol Area/Building: ‘| Reviewer: Date:
Compliance? Dimensions/ '
Questions Y N NA Comments ADAAG
Are the accessibie toilet seats 17 to 19 inches high? 4.16.3
Are the flush controls on accessible toilets no higher than inches 4.16.5
and mounted on the wide side of toilst areas?
Is the toilet paper dispenser at least 18 inches above the fioor? 4.16.6
Doas one lavatory have a 3D-inch-wide by 48-inch-geep clear 4.18.3
space in fron{, with 2 maximum of 19 inches of that depth under
the lavatory?
is the lavatory fim no higher than 34 inshes from the fioor? 4.18.2
is there at leas! 28 inches from the fioor to the bottom of the 4.18.2
tavatory apron? ¢
Is there at feast B inches of clearance toward the wall provided 4.19.2, Fig.
for knee clearance? 31 .
Is there a maxirmum of 6 inches of clearance outward from the 4.18.2, Fig.
wall provided for toe ciearance? 1 31
Can the faucet be operated with one hand and without tight 4.18.5
jgrasping, pinching, or twisting of the wris{?
Are hot water pipes and drain pipes insulated, or configured to 4.18.4
avoid contact with the Jegs of a person using a wheelchair?
Are soap and other dispensers ang hand dryers no higher than 4273
48 inches for forward reach or 54 inches for side reach?
Can they be operated with one hand and without twisting or fine
movement?
Is there g clear fioor space of 30 by 48 inches in front of the - 4272
j dispensers?
L is the mirror mounted with the bottom edge of the refiecting 4.18.6
# surface no higher than 40 inches?
 1f alarms are provided in the rest room, do they have both visual £.1.3(14),
and audible signals? 4.28




Collect the barriers that were identified and items that were found not to be in
compliance with ADAAG from Resource 6-2; list these in the first colwmn. Complete
the table by listing the options that the team develops, the one option that is finally
selected, and the action plan for achieving accessibility.

Barrier

Proposed
Soiutions

Selected
Option

Action Plan

Specify
Fundamental
Atteration/Undue
Burdens




| cceibiﬁ Assistance fr e with Disahilities |

J1f you have a disability, please specify which, if any, of the following services and/or formiats you
prefer to have available at the conference. :

interpreting and other services for the DeaffHard of Hearing (please chose one):

interpreting:

0 AsL O Signed Engiish O Tactile O FM Loop

Transliteraﬁon: O Sign D Tactile O Oral

[ Other (Please specify):

R Alternative Formats for the biind or visually impaired (please choose one):

[ Alternative

Olargeprint = O nt O Braile
frormats: Large Print Regular Print Braille

0 3.5" Disk O Audiotape

O Other (Please specify):

If you pian to bring a personal assistant (e.g., attendant, interpreter, etc.) please provide the name ;
as it should appear on the name badge. (Registration fees will be waived for this individual.)

Name of Assistant:




